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GIC Mortar ALCB 
Thin Joint Mortar for Blocks 
Uses 

 Used as a thin joint mortar for use with aerated 
lightweight concrete blocks. 

 Used to eliminate the cause of thermal bridging 
associated with the use of traditional mortars.  

Typical Applications & Advantages 
  Longer open time. 
  Minimum joint width reducing plastering costs 

and thermal bridging.           
 Formulated specifically for ALC Block laying. 
 Excellent adhesion. 

Standards Compliance 
GIC Mortar ALCB complies with the 
requirements of the following standards: 
ASTM C 109-99. 

Product Description 
GIC Mortar ALCB is a specifically developed 
thin joint mortar for use with aerated lightweight 
concrete blocks. It ensures that joint width is kept 
to a minimum hence eliminating the cause of 
thermal bridging associated with the use of 
traditional mortars  

Typical Properties 
Compressive strength 
@7 days                          : 6.6   N/mm²           
@28 days                         : 10.4 N/mm² 

Technical Support 
GIC provides a comprehensive technical support 
service to specifiers, end users and contractors and 
is able to offer on-site technical assistance. 

Instructions for Use 
Surface Preparation: Ensure the surface is free 
from loose particles dust, dirt, grease and oil. 
Surface should be moistened with water 
immediately prior to application. 

Mixing: Mix thoroughly with the recommended 
amount of water with a high speed mixer or with a 
hand agitator for 3-5 minutes. Let the material stand 
for 5 minutes prior to application. 

Application:  Apply GIC Mortar ALCB to the 
ALC surface using an ALC mortar applicator or 
notched trowel to approx. 3 mm thickness. Place 
the blocks into the mortar ensuring good contact.  

 

 

 

 

Check the level and continue with next block. 
Remove excess material with a wet sponge before 
setting 

Cleaning 
Ensure tools and equipment is cleaned with water 
after use.  

Coverage  
Typically a coverage rate of 1.7kg/m²/mm and 
5kg/m² of block work. 

Packaging & Storage 
GIC Mortar ALCB is supplied in 50 kg bags and 
it has a minimum shelf life of 6 months provided it 
is stored under cover, out of direct sunlight.  

Health & Safety Precautions 
GIC Mortar ALCB does not fall into the hazard 
classifications of current regulations. However, it 
should not be swallowed or allowed to come into 
contact with skin and eyes. Suitable protective 
gloves and goggles should be worn. Splashes on the 
skin should be removed with water. In case of 
contact with eyes rinse immediately with plenty of 
water and seek medical advice. If swallowed seek 
medical attention immediately – do not induce 
vomiting. 

For further information, refer to the Material Safety 
Data Sheet available for this product. 

Important note 
GIC endeavors to ensure that the technical 
information contained herein is true, accurate and 
represents our best knowledge and experience. No 
warranty is given or implied, as GIC has no control 
over the conditions of use and the competence of 
any labor involved in the application are beyond 
our control. 

As all GIC technical data sheets are updated on 
a regular basis it is the customer’s responsibility 
to check that the product is suitable for the 
intended application, and that the actual 
conditions of use are in accordance with those 
recommended.   
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